
RFT-200-7 Operation Manual 
 

125K RF Card Reader 

Ethernet LAN interface 

 
1. Interface 

Connect the reader to the Ethernet LAN; or if you need to connect it to PC, please use the 
cross-over internet wire. Then offer the DC9V power supply. 
 

2. TCP\IP Driver Installation & Port Setting 

 

 
3. Preparation 

1) Install the Driver 
2) Connect the reader to the local Ethernet LAN, and offer the DC9V power supply. If the 

reader connects to the Ethernet LAN by HUB or Switch, please use the straight-through 
wire, and if connect s to PC, please use the cross-over wire. 

3) Please exit the firewall if you have. 
 

4. Setup 
Run the serial connection wizard, do as below: 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
                                 1. Start to Setup 



 
 
 
 
 
 
 
 
 
 
 
 
 
                          2. Choose the first one in Red 

                  

 

 

 
 
 
 
 
 
 
                                 4. Create new VSP 
                                 5. Choose a VSP  
 
 
 
 
 
 
 
 
 

7. Device is connected   
8. Check and select the device 



                    

 

 

 

 
 

9. Choose the IP which is fit for the device.  
(If the device IP is not in this local network,  
then firs use Change IP to assign a IP to it)  

 

 

 

 

 

 

 

 

 

 

 

 

12. Set up the connection with the device by VSP 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
15. This is to set up the TCP transport connection 
 

            

 

 

 

 
 

16. Prohibit on-the-fly commands 



                

 

 

 

 

 

 

 
18. The baud rate should be 9600,  
others are the same as the picture.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

               

 

 

 

 

 
 



5. Software Needed 
Any kind of comm. port monitor software can be used.  
The setting should be as follows: 
Baud rate: 9600 
Parity: None 
Data bit: 8 
Stop bit: 1 
And the comm. Port should be open.  
 
If your PC doesn’t have any kind of such software, you can use the Hyper Terminal to receive, 
do as follow: 
a) Open: Start – Programs – Accessories – Communications – Hyper Terminal 
b) Then it will pop-up “Location Information”, choose “Cancel” -- “Yes” – “OK” 
c) After that, it will pop-up “Connection Description” window. Put a name you like and 

choose a icon you like. Then choose the right comm. Port you are using(eg, Com 3) in the 
“Connect To” window. Set the ports as below: 

 
d) Finish and you can read the cards. 
 

6. Card Reading  
Put the cards near to induction area, the cards information will be read and showed in the 
“Hyper Terminal” with a beep and OK LED flash. 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


